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Update for MSP432 July 24, 2016 

This tutorial is intended for downloading Keil Microcontroller Development Kit for ARM (MDK-ARM) version 5 

with Device Family Packs. 

Starting version 5 the device support software component is separated from the MDK software and called Device 

Family Packs.  As release v5.11a, many ARM microcontroller Device Family Packs are available.  Software 

development with Device Family Packs is slightly different from software development in MDK v4. 

This tutorial was written with v5.11a. As the time of revision, v5.17 was released and the procedure in the tutorial 

has been verified to work with v5.17. Also the MSP432 CMSIS Update is added. 

Downloads  

1. Browse to www.keil.com. And click on Download.

 

2. In the next page, click on ñProduct Downloads.ò

http://www./
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3. In the next page, click on ñMDK-ARM v5ò 

 

4. Fill up the form in the page and click ñSubmit.ò
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5. In the next page, click ñMDK511A.EXEò to download the development software kit.  The file is over 300 MB 

and will take a while to download. 
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6. After downloads are complete, you should see the file in your download folder.   

 

 Installation  

7. Double click on the icon of mdk511a.exe in the download folder.  Windows may block the execution and 

display a warning screen.  Click ñRun anywayò button. 

 

8. When the Welcome dialog box pops up, click ñNextò button. 

 

9. In the next License Agreement dialog box, check ñI agree éò and click ñNextò button. 
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10. In the next Folder Selection dialog box, accept the defaults and click ñNextò button. 

  

11. In the next Customer Information dialog box, fill the information and click ñNextò button.  The installation of 

MDK and several software packs will start.
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12. When installing ULINK device drivers, Windows will block it and asks for confirmation.  If you are not sure 

you will not need it, just click ñInstallò button. 

 

13. When the installation is complete, this dialog box will appear.  Click ñFinishò button.
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14. After MDK v5 is installed, it will automatically prompt the user to install the Device Family Packs.  

 

15. After reading the descriptions, click ñOKò button in the smaller dialog box to close it.  It will take few minutes 

to download and populate the most current packs information and verify whether there are any updates 

available. 
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16. To install a Device Family Pack, you need to select one of the devices or boards on the left panel of the Pack 

Installer.  The required pack(s) to support your device/board selection will appear on the right panel.  For 

example, if you plan to use Texas Instruments MSP432P401R LaunchPad, drill down the Devices list to Texas 

Instruments->MSP432 Family->MSP432P-> MSP432P401R.  The required and optional packs appear on the 

right panel Packs tab. 

 

17. A yellow diamond in Action column (such as ARM::CMSIS) indicates the pack is installed but an update is 

available.  A green diamond (Keil::MDK-Middleware) indicates the pack is current.  A grey diamond 

(TexasInstruments::MSP432) shows that the device pack is available for download.  The light-weight IP and 

light-weight SSL are optional.  Click on the Update button for CMSIS and Install button for MSP432 to 

download and install these packs.  The packs are downloaded from Keil website and built locally.  It may take 

several minutes depending on the computer and Internet speed. When the pack installations are complete, the 

diamond in the button will turn green. You may click several Install buttons and the installations will be 

queued. 

18. When the installations are complete, the diamonds in the buttons will turn green. 


